Niflon" PVDF Resin SP2632G

Polyvinylidene fluoride (PVDF) SP2632G is a PVDF resin product made by copolymerising vinylidene Fluoride (VDF) with a
small amount of Hexafluoropropylene (HFP). It has fine mechanical strength and toughness, fine chemistry corrosion resis-
tance and it is suitable to produce PVDF products by injection, extrusion and other processing technology.

Applications

Mainly used for PVDF products by injection, extrusion and other processing technology.

NO. ITEM UNIT VALUE TEST METHOD

1 Appearance / Off-white Semi Transparent Granule /

2 Melting Index (230°C) g/10min 1.0-8.0 (5kg) GB/T 3682
3 S.S.6 g/cm? 1.74-1.80 ASTM D792
4 Melting Point G 140-150 GB/T 28724
5 Thermal Decomposition e =380 GB/T 33047
6 Breaking Strength Mpa =45 GB/T 1040
7 Elongation % =450 GB/T 1040
8 Shore Hardness D 60-70 GB/T 2411

Notice:

This product should be processed under 350°C to avoid producing toxic gases.

Al

@ Package: Normal package is 25KG plastic bag, 20KG paper drum and 1000KG box. Customization is acceptable.

ﬁ Storage: Storedin clean, cooland dry places, avoid direct sunlight, moisture and dust.



