Niflon" PVDF Powder SP3012

PVDF Powder SP3012 is a homopolymer of vinylidene fluoride for electrode binder materials in lithium battery. Niflon®
SP3011/SP3012 is a kind of polyvinylidene fluoride with high molecular weight, it is soluble in polar organic solvent, it is of
high viscosity and bonding and easy film-forming. The electrode material which is made by PVDF has good chemical stability,
temperature stability and good processability.

Applications

Mainly used as a binder material for lithium battery electrodes.

NO. ITEM UNIT VALUE TEST METHOD

1 Appearance / White Powder /

2 S.S.G g/cm?® 1.75-1.78 ASTM D792

3 Moisture % <0.10 GB/T 6284

4 Melting Point °C 158-172 GB/T 28724

5 Thermal Decomposition °C =380 GB/T 33047

6 Rotational Vi . / 0.1g/gNMP
otational Viscosity mpa.s 3000-6500 0.08/gNMP

LFP power battery,
7 Application / ternary power battery, /

high-end digital 3C

Notice:

This product should be processed under 350°C to avoid producing toxic gases.

Ay

@ Package: Normal package is 25KG plastic bag, 20KG paper drum and 1000KG box. Customization is acceptable.

ﬁ Storage: Stored in clean, cooland dry places, avoid direct sunlight, moisture and dust.



